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1A pump covers, body, and pressure loaded bearing
blocks are made with high quality aluminum metals.
Precision machined one piece steel gears guarantee the
highest performance standard available. Honor gear
pumps are well suited for both industrial and mobile
applications, and are very competitive so you can meet the
competition with a good price advantage.

.. OVERALL DIAMENSIONS
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. . PERFORMANCE DATA
PRESSURE DIMENSIONS
VoDEL | DISPLACEMENT osi(MPa) RQE'\CQE inch(mm) WEIGHT SORT
cir cm¥ | CONTINUOUS MAX. A L Kg LBS
0s | o004 0.6 3000(21) 3600(25) 1.626(41.29) 3.212(81.58) 123 | 271
01 0.08 13 3000(21) 3600(25) 600 1.655(42.04) 3.271(83.08) 126 | 277 INLET
02 | o012 20 3000(21) 3600(25) 1.694(43.04) 3.350(85.08) 120 | 284 UNF-8
o7 | 016 | 27 3000(21) 3600(25) 1.734(44.04) 3.428(87.08) 132 | 290 3/4"16
35 | o021 3.4 3000(21) 3600(25) 1.773(45.04) 3.507(89.08) 136 | 2.99 OUTLET
04 | 025 4.1 3000(21) 3600(25) 1000 1.813(46.04) 3.586(91.08) 137 | 301 UNF-6
05 0.31 5.1 3000(21) 3600(25) 1.872(47.54) 3.704(94.08) 1.43 3.15 9/16"-18
06 | 037 6.1 3000(21) 3600(25) 1.931(49.04) 3.822(97.08) 149 | 328
07 | 045 7.4 2850(20) 3300(23) 600 2.009(51.04) 3.980(101.08) 154 | 339 lmLFET
-10
09 0.55 9.1 2550(18) 2850(20) | 2.108(53.54) 4.176(106.08) 1.61 3.54 7/8"14
11 0.67 1.0 2550(18) 285020) | () 2.226(56.54) 4.412(112.08) 172 378 OGJJ'F-ET
13 | o8 | 135 2550(18) 2850(20) 2500 2.364(60.04) 4.688(119.08) 184 | 405 3/4"16
(3%) More then 2500 qualified per applications.
. . ORDERING EXAMPLE
When you need pump as above, the model number is
1 A G 2 U L] []
Series Type Flange Shaft Port Displ. Rotation

For Example
If you need pump with displ. 0.31 cir and rotation is cw, the model number is : 1AG2U05R







